
NOTE: Walls and ceilings made of block or concrete require more 
heat because they are more conductive of energy than drywall. 

This means 1 heater will heat less space when you have walls and/
or ceilings with block or concrete. 50% more power is a general 

rule for these rooms. All buildings are not created equal and more 
conductive materials take more energy to heat.

STEP 1

STEP 2

STEP 5

STEP 7

Once bed bugs have been positively 
identified within your home or place of 
work, begin prepping for heat. For a more 
detailed understanding of how to prep 
for heat treatment, please watch the bed 
bug heat treatment preparation video at  
www.rentbedbugheaters.com.

STEP 6

Slightly open any cupboards and drawers 
approximately 4-6 inches and separate all 
items so hot air can get everywhere easily.
Next unplug all electronics.
 

STEP 8

Prop the bed and box spring to ensure 
airflow using a chair or drawer to ensure 
airflow.  Note:  Try to disturb the room 
as little as possible to avoid disturbing 
the insects and driving them into wall 
voids or under carpet pads. 

Ensure proper air flow direction (See 
graph in step 8).  Be sure to leave plenty of 
room in front and behind heaters and fans.  
Secure loose paper.

STEP 4

STEP 3

Cover single pane windows with blankets 
or reflective insulating material such as 
reflectix to minimize loss of energy from 
cold windows. 

Pull the furniture (chairs, couches, beds, 
headboards, nightstands, etc.) at least 6 
inches away from the walls of the room to 
allow airflow along the walls. Be sure to 
direct heat air low to the floor by pointing 
electric heaters towards carpeting and 
coving. Aim heaters towards hard-to-heat 
infested areas such as headboards. Utilize 
axial fans to move energized air into 
stagnant sections of the room.  AIR FLOW

Cover bathroom exhaust fan grills and 
any A/C air returns with tape or similar 
material to reduce heat loss via thermal 
stacking. Remember that heated air 
naturally rises. By focusing the energized 
air directly over the floor coverings, and 
along the walls and furniture, the heated 
air will heat the treatment area from the 
ground up. 
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INSTRUCTIONS FOR ELITE 8 BED BUG HEATER
Killing bed bugs is not always easy or affordable. However, with our state of the art bed bug heat systems 

and simple set up, getting rid of bed bugs is as easy following these simple instructions. 

After prepping the room for heat, place 
heater and additional fans following the 
diagram to create the proper airflow. You 
will need to adjust heater placement to 
maximize airflow according the actual 
room configuration. Remember the idea 
is that you will be turning the room into 
a convection oven through the use of high 
heat and air movement. Place all fans 
blowing in the same direction along walls 
and thresholds to circulate the hot air into 
every nook and cranny. If possible place at 
least two fans per room. At this point you 
should turn on the fans only to ensure that  
the air movement is sufficient. 

 If your property has a fire 
suppression system such as 

sprinkler heads; consult your 
rental provider before proceeding.

A DETAILED TRAINING VIDEO IS 
ALSO AVAILABLE AT  

www.RentBedBugHeaters.com

The number of fans used will 
depend on the packages 

purchased.

NOTE: Additional power circuits 
may be obtained from adjacent 

rooms and or hallways

We Need to Make a new graphic.  
Remove the 2 cords going to the "AC 
Adapter (Remove the AC-Heater Box 
and Make it look like a bedroom).  Have 
the cords going out a door with a tag 
saying "To Separate Circuits"

To Separate Circuits

USE AT YOUR OWN RISK!

Remove and Address 
as Much Clutter as 
Possible Before the 

Treatment!

This sheet is not to be replicated or disseminated in any form without the permission of  Rent Bed Bug Heaters & Convectex. This sheet is for instruction purposes only and in no way addresses any and all treatment and/or infestation needs 
and/ or requirements.  This system, equipment, Rentbedbugheaters.com and/or rental Provider Company does not ensure for a successful elimination and or does not guarantee for present and or future bed bug or pest elimination. IN NO EVENT 
WILL RENTBEDBUGHEATERS.COM or its rental providers be responsible for: 1. Fire  2. Expenses related to the replacement of linen, upholstery, furniture, mattress soiling or related costs. 3. Expenses related to medical evaluation or treatment for 
bites associated with bed bugs. 4. Damages or expenses for any claim of personal injury related to an infestation of bed bugs. 5. Loss of income claimed to be related to any bed bug bites or associated illnesses. 6. Specific damage to electronics, 
laminated or thermofoil cabinetry or furnishings, PVC banded cabinetry or furnishings, and all flooring types.  7. Fire Suppression Systems Notice: (Due to the high temperatures required for an effective thermal treatment, rentbedbugheaters.com 
recommends that all fire sprinklers be shut off, capped and drained.) Rentbedbugheaters.com and its rental providers accepts no responsibility for damages should the sprinkler system remain activated during treatment. These specific exclusions 
are in addition to the other exclusions contained in the Terms and Conditions located on www.rentbedbugheaters.com. USE AT YOUR OWN RISK!



STEP 14

STEP 12 

STEP 13

During the treatment, be sure to monitor the 
treatment from time to time using the infrared laser 
spectrometer pistol. This will give you a quantifiable 
measurement of the temperatures in the treatment 
area. Take temperature readings in the corners, low 
next to the carpet on the outside walls of the room 
where glass windows or sliding doors are located. 
Take temperatures under the bedspread and 
pillows, inside drawers, around headboards,  and 
inside cabinets. Take temperature readings under 
the beds, on carpet surfaces and under carpet edges 

if possible. Once the unit has been properly heated for the appropriate time, try to leave 
the room closed and hot, extending the treatment time as it cools slowly. Temperatures 
will remain lethal for a few hours after the system is shut own and removed from the 
treatment area. After the room has cooled, wash all the blankets and linens on high heat 
followed by a full high heat drying cycle as a further precaution.

STEP 10

After plugging in all the heating elements 
and ensuring all the lights are lit, turn on 
the fan (green switch) and then turn on the 
heater (red switch).
Note: Be sure to unplug all electronics in 
the treatment area and ensure electronics 
are not directly in front of the heater. Most 
electronics are rated for higher temperatures 
than you are heating, just avoid the direct 
heat coming out of the heater.

STEP 9

When utilizing wall outlets, make sure
the total power draw per circuit does not
exceed breaker capacity (2 blue cords per
20 amp circuit or 1 blue cord per 15 amp
circuit). Be sure to plug in the black fan
cord attached to the heater as well to
operate the fan and the controls.  The Elite 
8 Heater has 8 total power ports (4 on each 
side that each draw 8 amps at 115 volts)

Let the process run for a minimum of 12 
hours.  Be sure to check the system from 
time to time during the process to be sure 
no breakers have popped and to turn the 
fan in different directions.
  

Place a towel under the door to reduce 
heat escaping the treatment area

STEP 11

Your Elite 8 Heater comes with a state of 
the art digital temperature controller built
into the unit. The controller is preset to 
132°F and requires no need for adjustment
to use your Elite 4 unless you want to 
change the temperature to a lower setting. 
To change the temperature setting press the 
set button and then use the up and down 
arrows to set your desired temperature. 
The controller is set so you cannot turn the 
high temperature setting above 132° F.

INSTRUCTIONS FOR ELITE 8 BED BUG HEATER
Depending on the heat system 
rented, figure out how many circuits 
you will need to power your system. 
For the Elite 8 Heater you will need 
4 separate 20 amp / 110 circuits (2 
elements / circuit) or 8 separate 15 
amp / 110 circuits. To figure this out
quickly just open your panel box and 
note the amps per circuit and the 
number of circuits available.
You may have to add a power 
distribution kit to your rental 
package to step down your structures 
available 240 volt power to 120 volt. 
The power distribution kit can add 
an additional 4 x 15 amp 120 volt 
circuits for your power needs. 

Elite 4 

Elite 8 

4 x 15 amp 110 
volt Circuits 

4 x 20 amp 110 
volt Circuits 

4 x 20 amp 110 
volt Circuits 

OR 

8 x 15 amp 110 
volt Circuits 

OR 

More Circuits may required to operate the fans.  If 220 volt Range or Dryer Plugs are available 
ask about our Power Distribu on Kits for more power! 

More Circuits may required to operate the fans.  If 220 volt Range or Dryer Plugs are available 
ask about our Power Distribu on Kits for more power! 

Open Your Panel Box and Make Sure You Have at Least: 

Open Your Panel Box and Make Sure You Have at Least: 

POWER REQUIREMENTS FOR THE ELITE 8
Open your panel box and make sure you have at least:

8 x 15 amp 
120 volt circuits

4 x 20 amp 
120 volt circuits

OR
More circuits may be required to operate the fans. If 240 volt range or dryer plugs 
are available ask about our Power Distribution Kits for more power!

Elite 4 

Elite 8 

4 x 15 amp 110 
volt Circuits 

4 x 20 amp 110 
volt Circuits 

4 x 20 amp 110 
volt Circuits 

OR 

8 x 15 amp 110 
volt Circuits 

OR 

More Circuits may required to operate the fans.  If 220 volt Range or Dryer Plugs are available 
ask about our Power Distribu on Kits for more power! 

More Circuits may required to operate the fans.  If 220 volt Range or Dryer Plugs are available 
ask about our Power Distribu on Kits for more power! 

Open Your Panel Box and Make Sure You Have at Least: 

Open Your Panel Box and Make Sure You Have at Least: 

You must have the cord that controls the fan plugged in or the unit will not operate. None of the heating 
elements will turn on if the fan is not on. If you block the inlet or the outlet of the unit, the heating 

elements will shut-off or will not turn on. This safety feature insures that proper minimum airflow is 
maintained so the heating elements do not overheat. The heating elements also have a temperature 
breaker that will keep the air in the heater body from exceeding a certain temperature. Lastly, the 

heating elements have a fail safe that will cause the heating elements to permanently shutdown in the 
event that all safety mechanisms fail or tip over.

CAUTION:
Leave plenty of room in front 

of and behind heaters and 
fans. Be sure all electric cords 
are tightly pushed into heater, 

fan, and wall outlets!
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